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IN THE MATTER OF THE NOTICE OF 
PROPOSED RULE MAKING REGARDING ) 

GAS, OTHER GASES AND HAZARDOUS ) AUG’S COMMB T$I& S & I N G  
LIQUIDS BY PIPELINES ) THE PROPOSED-J LEWAKITW AND 

) DOCKET NO. RG3000d;i-04-@9 

THE TRANSPORTATION OF NATURAL STAFFS I N I T ~ ~ ~ s P  NSEZ 

) COMMENTS FF&)’M THDOFFICE 
) OF THE SECRETmY Of? STATE 

Staff of the Utilities Division (“Staff ’) of the Arizona Corporation Commission submits 

its Initial Response to the Arizona Utility Group (“AUG”) Comments on the proposed 

rulemaking that amends the Rules on the Transportation of Natural Gas, Other Gases and 

Hazardous Liquids by Pipelines (hereinafter “the Rules”). Staff is meeting with representatives 

of AUG on July 7, 2004, to discuss AUG’s comments. Those discussions will focus on AUG’s 

comments on proposed regulations A.A.C. R14-5-202(0), (P), (R), and (S). Staff will file 

supplemental comments after the July 7, 2004 meeting, and will indicate if it has any suggested 

modifications to the Rules, or where Staff believes the Rules should stay as is. This Response 

will point out those places where Staff agrees with AUG. 

Also, the Office of the Secretary of State provided verbal comments to Staffs Counsel. 

This Response highlights those changes the Secretary of State’s Office recommends. 

Attached to this Response is an updated version of the Rules incorporating agreed-upon 

comments from AUG and comments from the Office of the Secretary of State. A redlined copy 

is also provided. 

I. Comments from AUG that Staff agrees with: The proper addresses and proper 
editions of federal forms should be reflected in the Rules, and reference to the 
Commission’s Pipeline Safety Section should be the ‘Office of Pipeline Safety’ in the 
Rules. 
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Addresses should be updated: Staff recommends updating the following four 

NACE International, referred to in A.A.C. R14-5-202(E)(l), from P.O. Box 
218340, Houston, Texas 77218-8340 to 1440 South Creek Drive, Houston, Texas 
77084-4906. 

CSSINFO, referred to in A.A.C. R14-5-202(E)(2), from 310 Miller Avenue, Ann 
Arbor, Michigan 48103 to its new name of Techstreet, 777 East Eisenhower 
Parkway, Ann Arbor, Michigan 48108. 

ASTM, referred to in A.A.C. R14-5-202(P) and R14-5-205(J), from ASTM, 1916 
Race Street, Philadelphia, Pennsylvania 19103-1187 to its new name of ASTM 
International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 
19428-2959. 

The United States Government Printing Office, referred to in A.A.C. R14-2- 
202(B), (J), (K), and R14-2-205(B), and (G), from P.O. Box 371975M, 
Pittsburgh, Pennsylvania 15250-7975 to P.O. Box 371954, Pittsburgh, 
Pennsylvania 15250-7954. 

The changes have been made in the version of the rules attached to this Response. 

2. The most current editions of federal forms should be noted in the Rules: 

AUG recommends that the report forms used by the Commission be the current forms specified 

in the federal regulations. Staff agrees. Staff recently discovered that the Federal Office of 

Pipeline Safety (“OPS’) updated several of its forms regarding accidents and for annual reports, 

since Decision No. 66994. OPS Form RSPA 7100.1-1 has been updated for use in 2005: While 

the current version can be used for annual reports in 2004, the new version must be used starting 

in 2005. Because the new version does not become mandatory until 2005, it is titled the March 

2005 edition. OPS Form RSPA 7100.2-1 was also updated and is known as the December 2003 

edition. OPS Forms RSPA 7100.1-1 and RSPA 7100.2-1 are referenced i n  proposed R 14-5- 

204(A)(2) and (3), respectively. So, Staff recommends that the most recent editions be cited in 

the above rules. Staff is not aware that a March 2004 edition of OPS Form RSPA 7100.2-1 

exists. B ut S taff w ill c ontinue t o  monitor OPS’ website for any possible future updates to its 

forms. All of the other forms with the editions noted in the proposed rulemaking are the most 

recent editions, as of July 6, 2004. Also, the word “Edition” should be added after “February 

2004” in R14-5-204(A)(l). 

2 
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3. References to “Commission Office of Pipeline Safety” should be changed to 

“Office of Pipeline Safety”: AUG notes that “Commission Office of Pipeline Safety” is used in 

several locations throughout the rules. Given that “Office of Pipeline Safety” is defined in R14- 

5-201 as “the Pipeline Safety personnel for the Commission,” Staff agrees that the term should 

be consistent throughout the rules. Staff recommends changing “Commission Office of Pipeline 

Safety” to “Office of Pipeline Safety.” Staff has made the change to “Office of Pipeline Safety” 

in the attached version of the Rules. 

11. Comments from the Office of the Secretary of State should also be incorporated into 
the Rules 

The Secretary of State’s Office provided verbal comments to Staffs Counsel. These 

comments edit the Rules, so that they conform to the Arizona Rulemaking Manual, and reflect 

that the Secretary of State’s Office will no longer be keeping copies of incorporated reference 

materials on file. The Secretary of State Office’s comments do not substantively change 

standards for intrastate natural gas and hazardous liquid pipelines in the Rules. 

1. References to a “paragraph”, “subparagraph”, or “item” in the Rules should 

be changed to refer to them as a “subsection”: The Rules approved by the Commission in 

Decision No. 66994 (May 24, 2004) added two new subsections on laboratory testing for 

intrastate and master meter operators, R14-5-202(S) and R14-5-205(P), respectively. These 

subsections have parts that reference other parts within the subsection and other subsections. 

These parts are referenced with the words “paragraph”, “subparagraph” and “items.” To conform 

to the Arizona Rulemaking Manual, A.A.C. R1-1-408, these parts should be referenced as 

subsections. Staff requests that the Secretary of State Office’s proposed changes to the Rules, 

shown in the June 4, 2004 edition of the Anzona Administrative Register, be made. The Rules 

also have the sentence “[alny release of hazardous liquid or carbon dioxide, that was significant 

in the judgment of the operator even though it did not meet the criteria of any other paragraph of 

this section,” in R14-5-203(B)(2)(g). For this subsection, Staff recommends that the phrase be 

changed to “[alny release of hazardous liquid or carbon dioxide, that was significant in the 

judgment of the operator even though it did not meet the criteria of this subsection.” 

3 
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2. Since copies of incorporated reference materials will no longer be on file with 

the Secretary of State’s Office, that phrase should be stricken throughout the Rules: The 

Secretary of State’s Office also communicated to Staffs Counsel that it no longer will have 

incorporated reference materials on file. It has requested that the phrase “on file with the Office 

of the Secretary of State” be struck from the final rulemaking package. This phrase is located in 

several sections of the Rules at the following locations: R14-5-202(B), (E)(l) and (2), (J), (K), 

(P) and (R), R14-5-203(B)(2)(f)(ii), (C)(2)(a) and (b), (C)(3) and (C)(3)(c)(ii), R14-5-204(A)(2) 

and (3), and R14-5-205(B), (G), (J), (0) and (Q). The word “and” is also stricken where 

appropriate. Finally, the phrase at R14-5-204(A)(l) - “on file with the Secretary of State” - 

should be deleted. 

RESPECTFULLY SUBMITTED this 6th day of July, 2004. 
I 

egal Division P Arizona Corporation Commission 
1200 West Washington Street 
Phoenix, Arizona 85007 
(602) 542-3402 

The original and thirty (30)t;opies 
of the foregoing filed this 6 day of 
July, 2004, with: 

Docket Control 
Arizona Corporation Commission 
1200 West Washington Street 
Phoenix, Arizona 85007 

COPIES of the foregoing were 
mailed this 6th day of July, 2004 to: 

Mr. Charles G. Taylor, Jr., President & CEO 
Local Gateway Exchange, Inc. 
700 North Pearl, Suite 200 
Dallas, Texas 75201 

4 

Ms. Connie Wightman 
Technologies Management, Inc. 
2 10 North Park Avenue 
Winter Park, Florida 32789 
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Mr. Steve Williams 
Plant Manager 
Arizona Public Service Company 
Post Office Box 53999 
Mail Station 4120 
Phoenix, Arizona 85072-3999 

Mr. Larry Daniel 
Customer Construction Dept. Leader 
Arizona Public Service Company 
Post Office Box 53999 
Mail Station 3015 
Phoenix, Arizona 85072-3999 

Mr. Mark Battaglia 
City Manager 
City Of Benson 
Post Office Box 2223 
Benson, Arizona 85602 

Mr. Gail Robinson 
Southwest Gas Corporation 
Post Office Box 1028 
Page, Arizona 86040 

Mr. Doug Mann 
Manager 
Energy West Arizona 
200 West Overland 
Payson, Arizona 85541 

Mr. Gary Powell 
Manager 
Amerigas Terminal 
14702 West Olive Avenue 
Waddell, Arizona 85355 

Mr. Jack McBride 
Copper Market Incorporated 
c/o Cyprus Bagdad Copper Company 
Post Office Box 245 
Bagdad, Arizona 86321 

Docket No. 

Mr. Jim Vescio 
Station Manager 
Swissport Fueling Inc. 
4200 East Airlane Drive 
Phoenix, Arizona 85034 

5 

Mr. Jack Shilling 
General Manager 
Duncan Rural Service Cooperative 
Post Office Box 0 
Duncan, Arizona 85534 

Mr. Dennis LLoyd 
Manager, Compliance 
El Paso Natural Gas Company 
5 15 1 East Broadway, Suite 1680 
Tucson, Arizona 8571 1 

Mr. Steve Lines 
General Manager 
Graham County Utilities, Inc. 
Post Office Drawer B 
Pima, Arizona 85543 

Mr. David Plumb 
Gas Manager 
City of Mesa 
Post Office Box 1466 
Mesa, Arizona 8521 1-1466 

Mr. Ken Mecham 
Director 
Gila Resources 
Post Office Box 272 
Safford, Arizona 85548 

Mr. Gary Smith 
Vice President 
Unisource Energy 
2901 West Shammrell Boulevard 
No. 110 
Flagstaff, Arizona 86001 



1 
c 
L 

L 

1 

1 

4 

1I 

1 

1: 

1: 

1, 

1 

1 

1 

1 

1 

2 

2 

2 

2 
c 
L 

c 
L 

c 
L 

c 
L 

.- 
I 

ige 6 

Mrs. Debra Jacobson 
Manager Regulatory Affairs 
Southwest Gas Corporation 
Post Office Box 985 10 
Las Vegas, Nevada 89193-8510 

Mr. Frank Gonzales 
Director of Utilities 
City of Wilcox 
155 West Maley 
Wilcox, Arizona 85643 

Mr. Steve Barlett 
Manager 
Applied LNG Technologies 
8101 North 34th Street 
Amarillo, Texas 79 12 1 

Ms. Becky Gardner 
Senior Human Resources Assistant 
City of Mesa 
Post Office Box 1466 
Mesa, Arizona 8521 1-1466 

Mr. Jay Bowcutt 
Vice PresidentIGeneral Manager 
Nucor Steel Utah 
Post Office Box 100 
Plymouth, Utah 84330 

Mr. Jack Williams 
Pimalco Aerospace Aluminum 
6833 West Willis Road 
Box 5050 
Chandler, Arizona 85226 

Docket No. RG-00000A-04-0169 

U S WEST Communications 
Regulatory Division 
3033 North 3'd Street 
Room 1010 
Phoenix, Arizona 85012 

Mr. Greg Merdick 
Cox Cable 
Community Relations 
17602 North Black Canyon Highway 
Phoenix, Arizona 85053 

Chris Tyrek 
Cable America 
2720 East Camelback Road 
Phoenix, Arizona 85016 

Jones Intercable 
Regulatory Division 
825 1 North Cortaro Road 
Tucson, Arizona 85743-9599 

Tucson Electric Power 
Legal Department - DB203 
220 West 6th Street 
Post Office Box 71 1 
Tucson, Anzona 85072 

Mr. David Martin 
Association of General Contractors 
1825 West Adam 
Phoenix, Arizona 85007 

Mr. Clark Tartar and Mr. Frank Harris 
Arizona Pipeline Company 
3 11 1 West Lincoln Street 
Phoenix, Arizona 85009 

Mr. Jim Gholson 
Northern Pipeline Construction Co 
3024 West Weldon Avenue 
Phoenix, Arizona 85017 

Pinal County Building Inspections 
Queen Creek, Magma Gas Area 
Building Safety Division 
Post Office Box 827 
31 North Pinal St. Bldg. D 
Florence, Arizona 85232 

Mr. Walt Jones 
Henkles and McCoy, Inc. 
2 160 1 North 3'd Avenue 
Phoenix, Arizona 85027-2907 

6 
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Mr. Terry Mattingly 
Director of Building Safety 
City of Mesa 
Post Office Box 1466 
Mesa, Arizona 852 1 1 - 1466 

ASARCO Incorporated 
c/o Webb Crockett, Esq. 
Fennemore Craig 
3003 North Central Avenue, Suite 2600 
Phoenix, Arizona 85012 

The Arizona Utility Group 
c/o Kevin Kent 
City of Mesa 
Post Office Box 1466 
Mesa, Arizona 8521 1-1466 

Mr. John H. Shorbe, Sr. 
Southern Arizona Home Builders 
Association 
2840 North Country Club Road 
Tucson, Arizona 85716 

Mr. John Rueter 
Park Manager 
Canyon Valle Airpark 
801 South State Route 64, Space 100 
Williams, Arizona 86406 

Mr. Bryan Jaconi 
Manager 
Havasu Springs Resort 
2581 Highway 95 
Parker, Arizona 85344 

Mr. Rus Brock 
Deputy Director 
HBACA 
21 1 1 East Highland, Suite 190 
Phoenix, Arizona 85016 

Mr. Glen Myers 
Manager 
Ikard and Newsom 
826 B Highway 5 16 
Flora Vista, New Mexico 87415 

7 
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Mr. Tom Yazzi 
Superintendent of Schools 
Kayenta School District No. 27 
Post Office Box 9000 
Window Rock, Arizona 865 15 

Ms. Janet Slowman Chee 
Superintendent of Schools 
Red Mesa Unified School District No. 27 
HCR 6100, Box 40 
Teec Nos Posy Arizona 865 14 

Dr. Hector G. Tahu 
Superintendent of Schools 
Tuba City Unified School District No. 15 
Post Office Box 67 
Tuba City, Arizona 86045 

Mr. Donimic Antignano 
President 
Zapco Energy Tactics Corporation 
1420 - D Church Street 
Bokemia, New York 11 716 

Mr. Ray Vernon 
Superintendent 
Pinon Unified School District No. 4 
Post Office Box 839 
Pinon, Arizona 85610 

Mr. David A. Salyers 
Abbott RPD Manager 
Utility & Facility Manager 
Abbott Labs 
1250 West Maricopa Highway 
Casa Grande, Arizona 85222 

Mr. Lyle Iedje 
Manager, Pipeline Operations 
Calpine Pipeline Company 
60 River Road 
Rio Vista, California 9457 1 
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Mr. JustinB. Jessop 
Gas Department Supervisor 
Colorado City Gas 
Post Office Box 840809 
Hildale, Utah 84784 

Dr. Peter M. Belleto 
Superintendent 
Ganado Unified Scholl District No. 20 
Post Office Box 1757 
Ganado, Arizona 86505 
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Mr. Dan Baer 
Plant Manager 
Panda Gila River 
1414 West Broadway Road 
Suite 145 
Tempe, Arizona 85282 

A 

Ange la .  Bennett secretary to 
Jason D. Gellman 
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ARTICLE 2. PIPELINE SAFETY 

R14-5-202. Construction and Safety Standards 

A. Applicability: This rule applies to the construction, reconstruction, repair, operation and 

maintenance of all intrastate natural gas, other gas, LNG and hazardous liquid pipeline 

systems, as described in ARS 40-441. 

Subject to the definitional changes in R14-5-201 and the revisions noted in subsection (C), 

the Commission adopts, incorporates, and approves as its own 49 CFR 40,19 1,192 except I 

(2) and (3) of Appendix D to Part 192,193,195, except 195.1 (b)(2) and (3), and 199, revised 

as 3kwa-y 16, 2 M  January 15, 2004 (and no future amendments), incorporated by 

reference, , and copies available from the 

-Office of Pipeline Safety, 2 

2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004 and the United States 

Government Printing Office, P.O. Box 371954, Pittsburgh, Pennsvlvania 15250-7954- 

B. 

. .  

k 3 7 % l Y  P i t t V ;  152% 7975. 

C. The above mentioned incorporated Parts of 49 CFR, except Parts 19 1 , 193 Subpart A and 

195 Subpart A and B, are revised as follows: 

1. Substitute “Commission” where “Administrator of the Research and Special 

Programs Administration” or “Office of Pipeline Safety” (OPS) appear. 

Substitute “Office of Pipeline Safety, Arizona Corporation Commission, at its 2. 

office in Phoenix, Anzona” where the address for the Information Resources 

Manager, Office of Pipeline Safety, Research and Special Programs 

Administration, U. S. Department of Transportation appears. 

Operators of an intrastate pipeline will file with the Commission an Operation and D. 



Maintenance Plan (0 & M), including an emergency plan, 30 days prior to placing a pipeline 

system into operation. Any changes in existing plans will be filed within 30 days of the 

effective date of the change. 

E. Operators of an intrastate pipeline transporting sour gas or oil are subject to industry 

standards addressing facilities handling hydrogen sulfide (H2S). Standards adopted are: 

1. NACE Standard MR-0175-99 (1999 Revision); (and no future revisions), 

Standard Materials Requirements-Sulfide Stress Cracking Resistant Metallic 

Material for Oilfield Equipment, incorporated by reference and no future 

. .  amendments. Copies are available from the Office of Pipeline 

Safety, 12OC 2 2200 North Central 

Avenue, Suite 300, Phoenix, Arizona 85004 and the NACE International, 

1440 S outh C reek Drive, Houston, T exas 7 7084-4906P.O. I? ox 2 183485 

&& 

S-late. 

API RP55 (1995 Edition); (and no future amendments), API recommended 2. 

practice for conducting oil and gas production operations involving hydrogen 

sulfide, incorporated by reference and no future amendments. Copies are 

Office of Pipeline Safety, 44W-Wst available from the 

-7 2200 North Central Avenue, Suite 300, 

Phoenix. Arizona 85004 and Techstreet, 777 East Eisenhower Parkway, Ann 

Arbor, Michigan 48108-c?, 3!!! h4i-l-k; i ” k ~ c ,  !=- 

. .  



F. Operators of an intrastate pipeline transporting LNG, hazardous liquid, natural gas or other 

gas will not construct any part of a hazardous liquid, LNG, natural gas or other gas pipeline 

system under a building. For building encroachments over a pipeline system, the operator 

may require the property owner to remove the building from over the pipeline or reimburse 

the operator the cost associated with relocating the pipeline system. The encroachment shall 

be resolved within 180 days of discovery, or the operator shall discontinue service to the 

pipeline system. When the encroachment can not be resolved within the 180 days the 

operator shall submit to the Office of Pipeline Safety within 90 days of discovery a written 

plan to resolve the encroachment. The Office of Pipeline Safety may then extend the 180- 

day requirement in order to allow the ratepayer and the operator to implement the written 

plan to resolve the encroachment. 

. .  G. Operators of an intrastate distribution pipeline transporting , natural 

gas or other gas will not construct any part of a pipeline system closer than 8 inches to any 

other underground structure. If the 8-inch clearance cannot be maintained from other 

underground structures, a sleeve, casing, or shielding shall be used. 

Operators of an intrastate pipeline transporting natural gas or other gas that have regulators, 

meters, or regulation meter sets that have been out of service for 36 months will abandon 

those lines and cap all ends. The Operator’s steps to accomplish the abandonment shall not 

exceed 6 months beyond the 36 months out service status. 

Operators of an intrastate pipeline shall not install or operate a gas regulator that might 

release gas in its operation closer than 3 feet to a source of ignition, opening into a building, 

air intake into a building or to any electrical source not intrinsically safe. The three (3) foot 

clearance from a source of ignition will be measured from the vent or source of release 

H. 

I. 



(discharge port), not from the physical location of the meter set assembly. This subsection 

shall not be effective with respect to building permits which are issued and subdivisions 

which are platted prior to October 1,2000. For encroachment within the required three foot 

clearance caused by an action of the property owner, occupant or a service provider, after the 

effective date of this rule the operator may require the property owner to resolve the 

encroachment or reimburse the operator the cost associated with relocating the pipeline 

system. The encroachment shall be resolved within 180 days of discovery or the operator 

shall discontinue service to the effected pipeline system. When the encroachment cannot be 

resolved within the 180 days the operator shall submit to the Office of Pipeline Safety within 

90 days of discovery a written plan to resolve the encroachment. The Office of Pipeline 

Safety may then extend the 180-day requirement in order to allow the ratepayer and the 

operator to implement the written plan to resolve the encroachment. 

J. Operators of an intrastate pipeline transporting LNG, natural gas, other gases or hazardous 

liquid will utilize a cathodic protection system designed to protect the metallic pipeline in its 

entirety, in accordance with 49 CFR 192, Subpart I, Jitffttitpp 15,2902 January 15,2004 (and 

no future amendments), incorporated by reference, 3 

Office of Pipeline Safety, 42QWkst %&e, and copies available &om the 

2200 North Central Avenue, Suite 300. Phoenix, 

Arizona 85004 and the United States Government Printing Office, P.O. Box 371954. 

Pittsburgh, Pennsylvania 15250-7954 K0438~ 371 97- 152% 

79% except 1(2) and (3) of Appendix D to Part 192 shall not be utilized. 

Operators of an intrastate pipeline transporting natural gas or other gas will not use solvent 

cement to join together plastic pipe manufactured from different materials unless the operator 

. .  

K. 



utilizes a joining procedure in accordance with the specifications of 49 CFR 192, Subpart F, 

(and no future amendments), incorporated by reference, 

. .  J, and copies available from the Office of 

Pipeline Safety, and the United States Government Printing Office, P.O. Box 371954, 

Pittsburgh, Pennsylvania 15250-7954 MXBcx % ' ! 9 ? 5 ~  152% ?3?5. 

Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas will 

not install Acrylonitrite-Butadiene-Styrene (ABS) or aluminum pipe in their pipeline 

systems. 

Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas will 

not install plastic pipe aboveground unless the plastic pipeline is protected by a metal casing, 

or equivalent, and approved by the Office of Pipeline Safety. Temporary aboveground 

plastic pipeline bypasses are permitted for up to sixty (60) days, provided that the plastic 

pipeline is protected and is under the direct supervision of the operator at all times. 

L. 

M. 

N. Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas that 

construct a pipeline system or any portion thereof using plastic pipe, will install, at a 

minimum, a 14-gauge coated or corrosion resistant, electrically conductive wire as a means 

of locating the pipe while it is underground. Tracer wire shall not be wrapped around the 

plastic pipe, tracer wire may be taped, or attached in some manner to the pipe provided that 

the adhesive or the attachment is not detrimental to the integrity of the pipe wall. 

Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas 

' ,willbury 

the installed pipe with a minimum of 6 inches of sandy type soil surrounding the pipe for 

0. 

. .  that construct an underground pipeline system 



bedding and shading, free of any rock or debris, unless otherwise protected and approved by 

the Office of Pipeline Safety. 

Operators of an intrastate pipeline transporting natural gas or other gas that 

construct an underground pipeline system using plastic pipe will install the pipe with 

sufficient slack to allow for thermal expansion and contraction. 

. .  P. 

. .  . .  

A A* 0" 
V U U Y  V U S A  nqG l445.e In addition, all plastic pipe and 

fittings shall be marked "Gas" and shall be marked CD, CE, CF or CG as required by ASTM 

D25 13(1995c Edition and no future editions), incorporated by reference, 

k, and copies available from the €emmsm+ Office of Pipeline 

Safety, 42% ) 2200 North Central Avenue, Suite 

300, Phoenix, Arizona 85004 and ASTM International, 100 Barr Harbor Drive, P.O. Box 

C700, West Conshohocken, Pennsylvania 19428-2959, &&&TM, 1316 Rxx Et- 

i n i n z  1 1  &E, for areas where the service temperature is above 

. .  

100°F. 

Operators of an intrastate pipeline system transporting hazardous liquid, natural gas or other 

gases s hall qualify w elding p rocedures and s hall p erform w elding o f s tee1 pipelines in 

accordance with API Standard 1 104. Each welder must be qualified in accordance with API 

Q. 

Standard 1104,49 CFR 192, appendix A. The qualification of welders delineated in 49 CFR 

192, appendix C may be used for low stress level pipe. 

Operators of an intrastate pipeline transporting natural gas or other gas pipeline system shall 

survey and grade all detected leakage by the following guide: ASME Guide for Gas 

Transmission and Distribution Pipeline System, Guide Material, Appendix G-1 1-1 983 except 

4.4(c) (1 983 Revision and no future revisions), incorporated by reference 

R. 



. .  and copies available from the €hmmme~ Office of Pipeline 

Safety, 1 3 n n v * u - 7  2200 North Central Avenue, Suite 

300, Phoenix, Arizona 85004 and the ASME, United Engineering Center, 345 East 47th 

Street, New York, N. Y .  10017. (“Should” as referenced in the Guide will be interpreted to 

mean “shall”). Leakage survey records shall identi@ in some manner each pipeline surveyed. 

Records shall be maintained to demonstrate that the required leakage survey has been 

conducted. 

Laboratory testing of intrastate pipelines shall be conducted in accordance with the 

following: 

1. 

S. 

If an operator of an intrastate natural gas, other gas or hazardous liquid pipeline 

removes a portion of a pipeline that failed for any reason other than observable 

external corrosion or third-party damage. the operator shall retain the portion that was 

removed and shall notify the Office of Pipeline Safety of the removal within two 

hours after the removal is completed. A notice made pursuant to this subsection shall 

include all of the following: 

a. 

b. Location of the failure. 

C. 

d. 

e. 

f. 

g. 

Identity of the failed pipeline. 

Date and time of the removal. 

Length of the removed portion. 

Storage location of the removed portion. 

The operator’s opinion regarding the probable cause or causes of the failure. 

Any additional information about the failure or the removal of the portion of 

the pipeline that failed that is requested by the Office of Pipeline Safety. 



2. Within forty-eight hours after notification pursuant to subsection (I), the Office of 

Pipeline Safety shall notifv the operator either that: 

a. The Office of Pipeline Safety is directing the operator to have the portion of 

the pipeline that was removed tested by a laboratory to determine the cause or 

causes of the failure. 

The 0 ffice o f P ipeline S afety i s not directing - 1 aboratory t esting - and the 

operator may discard the portion of the pipeline that was removed. 

If the Office of Pipeline Safety directs laboratory testing pursuant to subsection 

/2)(a): 

a. 

b. 

3. 

The Office of Pipeline Safety shall: 

i. Determine the laboratory that will do the testing pursuant to subsection (4) 

and the period of time within which the testing is to be completed. 

ii. Approve the number and types of tests to be performed. 

iii. Notify the operator of its determinations pursuant to subsections (3)(a)(i) and 

(n). 

b. The operator shall: 

i. Notifv the Office of Pipeline Safety of the number and tvpes of tests proposed 

by the operator. 

ii. Notifv the Office of Pipeline Safety of the date and time of any laboraton, 

tests at least twenty days before the tests are done. 

iii. At the request of the Office of Pipeline Safety, ensure that a representative of 

the Office of Pipeline Safety is permitted to observe any or all of the tests. 

iv. Ensure that the original laboratory test results are provided to the Office of 



Pipeline Safety within thirty days of the completion of the tests. 

v. Pay for the laboratory testing. 

4. In determining a laboratory pursuant to subsection (3)(a)(i), the Office of Pipeline 

Safety shall: 

a. Submit a written request to at least three different laboratories for bids to 

conduct the testing. 

Consider the qualifications of the respondent laboratories to perform the 

testing, including: 

Past experience in performing - the required test or tests according to ASTM 

International standards . 

ii. Any recognition that the laboratory may demonstrate with national or 

international laboratow accreditation bodies. 

Select the laboratory that offers the optimum balance between cost and 

demonstrated ability to perform the required test or tests. 

The Office of Pipeline Safety shall not select a laboratow pursuant to this 

subsection before either of the following. which ever occurs first: 

The Office of Pipeline Safety has received written bids from at least three 

different laboratories. 

ii. Thirty days from the date of the request for bids has passed. 

All repair work performed on an existing intrastate pipeline transporting LNG, hazardous 

will comply with the provisions of this liquids, natural gas or other gas 

Article. 

b. 

i. 

C. 

d. 

i. 

S; & 
. .  

T; & The Commission may waive compliance with any of the aforementioned parts upon a finding 



that such a waiver is in the interest of public and pipeline safety. 

&L To ensure compliance with provisions of this rule the Commission or an authorized 

representative thereof may enter the premises of an operator of an intrastate pipeline to 

inspect and investigate the property, books, papers, business methods, and affairs that pertain 

to the pipeline system operation. 

All other Commission administrative rules are superseded to the extent they are in conflict 

with the pipeline safety provisions of this Article. 

VS 

R14-5-203. 

A. 

B. 

Pipeline Incident Reports and Investigations 

Applicability. This rule applies to all intrastate pipeline systems. 

Required incident reports by telephone: 

1. Operators of an intrastate pipeline transporting LNG, natural gas or other gas pipehm? 

spbm will noti@ by telephone the Office of Pipeline Safety upon discovery of the 

occurrence of any of the following: 

a. The release of natural gas, other gas or liquefied natural gas (LNG) from a 

pipeline or LNG facility, when any of the following results: 

i. 

11. 

iii. 

Death or personal injury requiring hospitalization. 

An explosion or fire not intentionally set by the operator. 

Property damage, including the value of the gas lost, estimated in 

excess of $5,000. 

.. 

b. Emergency transmission pipeline shutdown. 

c. News media inquiry. 

d. Overpressure of a pipeline system where a pipeline operating at less than 12 

PSIG exceeds MAOP by 50%, where apipeline operating between 12 PSIG 



and 60 PSIG exceeds MAOP by 6 PSIG or where a pipeline operating over 

60 PSIG exceeds MAOP plus 10%. 

Permanent or temporary discontinuance of gas service to a master meter 

system or when assisting with the isolation of any portion of a gas master 

meter system due to a failure of a leak test. 

Emergency shutdown of a LNG process or storage facility. 

e. 

f. 

Operators of an intrastate pipeline transporting hazardous liquid will notify by 

telephone the Office of Pipeline Safety upon discovery of the occurrence of any of 

the following: 

a. 

b. 

c. 

d. 

2. 

Death or personal injury requiring hospitalization. 

An explosion or fire not intentionally set by the operator. 

Property damage estimated in excess of $5,000. 

Pollution of any land, stream, river, lake, reservoir, or other body of water 

that violates applicable environmental quality, water quality standards, causes 

a discoloration of the surface of the water or adjoining shoreline, or deposits 

sludge or emulsion beneath the surface of the water or upon adjoining 

shorelines. 

e. News media inquiry. 

f. Release of 5 gallons (1 9 liters) or more of hazardous liquid or carbon dioxide, 

except that no report is required for a release of less than 5 barrels (0.8 cubic 

meters) resulting from a pipeline maintenance activity if the release is: 

i. Not otherwise reportable under this section; 



C. 

ii. Not one described in 49 CFR 195.52(a)(4); (1994 

Revision and no fbture revisions), incorporated by 

reference and ea fik > 
Office of %&e and copies available from the f&mmmm~ 

Pipeline Safety, 12% Wczt V!ashmgtcn, Ph& 

2200 North Central Avenue, Suite 300, 

. .  

Phoenix, Arizona 85004. 

iii. Confined to company property or pipeline right-of-way; 

and 

iv. Cleaned up promptly. 

€5 Any release of hazardous liquid or carbon dioxide, that was significant in the 

judgment of the operator even though it did not meet the criteria of this 

subsection. 

3. Telephone incident reports will include the following information: 

a. 

b. 

c. 

d. 

e. Location of the incident, 

f. Time of the incident, and 

g. Fatalities and injuries, if any. 

Name of the pipeline system operator, 

Name of the reporting party, 

Job title of the reporting party, 

The reporting party's telephone number, 

Require written incident report: 



1. Operators of an intrastate pipeline transporting natural gas, LNG or other gases will 

file a written incident report when an incident occurs involving a natural gas or other 

gas pipeline that results in any of the following: 

a. 

b. 

An explosion or fire not intentionally set by the operator. 

Injury to a person that results in 1 or more of the following: 

i. Death. 

11. Loss of consciousness. 

111. 

.. 

... Need for medical treatment requiring hospitalization. 

c. Property damage, including the value of the lost gas, estimated in excess of 

$5,000. 

d. Emergency transmission pipeline shutdown. 

e. Overpressure of a pipeline system where a pipeline operating at less than 12 

PSIG exceeds MAOP by 50%, where a pipeline operating between 12 PSIG 

and 60 PSIG exceeds MAOP by 6 PSIG or where a pipeline operating over 

60 PSIG exceeds MAOP plus 10%. 

Emergency shutdown of a LNG process or storage facility. f. 

Written incident reports concerning natural gas or other gas pipeline systems will be 

in the following form: 

a. 

2. 

RSPA F7100.1 - Distribution System: Incident Report, incorporated by 

and copies reference affC! 

Office of Pipeline Safety, 4%@4%& available from the 

+ 2200 North Central Avenue, Suite 300, 

Phoenix, Arizona 85004. 

M tha Q#iee ~ 5 t h ~  

. .  



b. RSPA F7100.2 - Transmission and Gathering System: Incident Report, 

incorporated by reference P t h c  

and copies available from the 4 h m w w m -  Office of Pipeline Safety, 1288 

* L U 1 . 5  2200 North Central Avenue, 

. .  

v m  

Suite 300, Phoenix, Arizona 85004. 

Written incident reports with respect to LNG facilities will be in an 

investigative form defining the incident and corrective action taken to prevent 

a reoccurrence. 

c. 

3. Operators of an intrastate pipeline transporting hazardous liquid will make a written 

incident report on RSPA F 7000- 1 , (January 200 1 Revision and no future revisions), 

incorporated by reference ixd-m $1: w&h&&€kc cf , and 

Office of Pipeline Safety, -KW-W& copies available from the 

2200 North Central Avenue, Suite 300, 

Phoenix. Arizona 85004, when there is a release of hazardous liquid which results in 

any of the following: 

a. 

b. 

. .  

An explosion or fire not intentionally set by the operator. 

Injury to a person that results in 1 or more of the following: 

1. Death. 

11. Loss of consciousness. 

iii. 

iv. Need for medical treatment. 

v. 

.. 

Inability to leave the scene of the incident unassisted. 

Disability which interferes with a person's normal daily activities 

beyond the date of the incident. 



c. Release of 5 gallons (1 9 liters) or more of hazardous liquid or carbon dioxide, 

except that no report is required for a release of less than 5 barrels (0.8 cubic 

meters) resulting from a pipeline maintenance activity if the release is: 

1. 

11. 

Not otherwise reportable under this section; 

Not one described in 49 CFR 195.52 (a)(4); ); (1 994 Revision 

and no future revisions), incorporated by reference axd-e&k 

{ and copies available 

from the Office of Pipeline Safety, 42QM%st 

A L X l l f i  =em&S€W 2 200 North Central 

.. 

. .  

" Y I  

Avenue, Suite 300, Phoenix, Arizona 85004. 

Confined to company property or pipeline right-of-way; and 
... 
111. 

iv. Cleaned up promptly. 

d. Estimated property damage, including cost of clean-up and recovery, value of 

lost product, and damage to the property of the operator or others, or both, 

exceeding $5,000. 

e. News media inquiry. 

Written incident reports as required in this Section will be filed with the Office of 

Pipeline Safety, within the time specified below: 

a. 

b. 

The Operators shall also file a copy of all DOT required written incident reports with 

the Information Resources Manager, Office of Pipeline Safety, Research and Special 

Programs Administration, U.S. Department of Transportation, Washington, DC 

4. 

Natural gas, LNG or other gas - within 20 days after detection. 

Hazardous liquids - within 15 days after detection. 

5.  



20590. 

Operators of a natural gas or other gas pipeline system will request a clearance from 

the Office of Pipeline Safety prior to turning on or reinstating service to a master 

meter operator. 

6. 

D. Investigations by the Commission: 

1. The Office of Pipeline Safety will investigate the cause of incidents resulting in death 

or serious injury. 

Pursuant to an investigation under this rule, the Commission, or an authorized agent 

thereof, may: 

a. 

b. 

2. 

Inspect all plant and facilities of a pipeline system. 

Inspect all other property, books, papers, business methods, and affairs of a 

pipeline system. 

Make inquiries and interview persons having knowledge of facts surrounding 

an incident. 

Attend, as an observer, hearings and formal investigations concerning 

pipeline system operators. 

Schedule and conduct a public hearing into an incident. 

c. 

d. 

e. 

The Commission may issue subpoenas to compel the production of records and the 

taking of testimony. 

Incidents not reported in accordance with the provisions of this rule will be 

investigated by the Office of Pipeline Safety. 

3. 

4. 

5 .  Incidents referred to in incomplete or inaccurate reports will be investigated by the 



Office of Pipeline Safety. 

6 .  Late filed incident reports will be accompanied by a letter of explanation. Incidents 

referred to in late filed reports may be investigated by the Office of Pipeline Safety. 

R14-5-204. Annual Reports 

. .  A. Except for operators of an intrastate pipeline transporting LNG, , all other 

intrastate pipeline operators will file with the Office of Pipeline Safety, not later than 

March 15, for the preceding calendar year, the following appropriate report(s): 

- 1. RSPA F 7000-1.1 (February 2004 Edition and no future editions) - “Annual Report 

for calendar year 20 , hazardous liquid or carbon dioxide systems” and 

“Instructions for completing RSPA F 7000- 1.1 Annual Report for calendar year 20 

hazardous liquid or carbon dioxide systems incorporated bv reference, and copies 

available from the Office of Pipeline Safetv, 2200 North Central Avenue, Suite 300, 

Phoenix, Arizona 85004 and the Information Resources Manager, Office of Pipeline 

Safety, US.  Department of Transportation, Room 2335,400 Seventh Street, S.W., 

Washington, DC 20590. 

RSPA F7100.1-1 (November 1985 Edition for use in 2004; March 2005 Edition and 172. 

no future editions, which can be used in 2004 but will become mandatory starting in 

2005) - “Annual Report for Calendar Year 20-, Gas Distribution System” and 

“Instructions for Completing RSPA Form F7 100.1 - 1 , Annual Report for Calendar 

Year 20-, Gas Distribution System”, incorporated by reference, em fik with-h 

Office of 2, and copies available from the 
. .  

Pipeline Safety, 12% j 2200 North Central 

Avenue, Suite 300. Phoenix. Arizona 85004 and the Information Resources Manager, 



Office of Pipeline Safety, Research and Special P rograms Administration, U .S. 

Department of Transportation, Room 8417,400 Seventh Street, S.W., Washington, 

D.C. 20590. 

RSPA F7100.2-1 (- December 2003 Edition and no fbture editions) - 

"Annual Report for Calendar Year 20-, Gas Transmission and Gathering Systems" 

and "Instructions for Completing Form RSPA F7100.2-1, Annual Report for 

Calendar Year 20-, Gas Transmission and Gathering Systems", incorporated by 

reference, P Ecc&wy&&&e , and copies available from 

the Office of Pipeline Safety, 

85887 2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004 and the 

Information Resources Manager, Office of Pipeline Safety, Research and Special 

Programs Administration, U.S. D epartment o f T ransportation, Room 8 417,4 00 

Seventh Street, S.W., Washington, D.C. 20590. 

ZL. 

. .  

B. The operator will also file a copy of all required annual reports by March 15 to the 

Information Resources Manager, Office of Pipeline Safety, Research and Special Programs 

Administration, U.S. Department of Transportation, 400 Seventh Street S.W., Washington, 

D.C. 20590-0001. 

R14-5-205. Master Meter System Operators 

A. Applicability. This rule applies to the construction, reconstruction, repair, emergency 

procedures, operation and maintenance of all master meter systems, as a condition of 

receiving service from public service corporations. Noncompliance with this rule by 

operators of a master meter system shall constitute grounds for termination of service by the 

public service corporation when informed in writing by the Office of Pipeline Safety. In case 



of an emergency, the Office of Pipeline Safety may give the public service corporation oral 

instructions to terminate service, with written confirmation to be furnished within 24 hours. 

Subject to the definitional changes in R14-5-201 and the revisions noted in subsection (C), 

the Commission adopts, incorporates, and approves as its own 49 CFR 191 and 192, revised 

as of -yl-C+€€ January 15, 2004 (and no hture amendments), incorporated by 

reference, 1 , and copies available from the 

€kmmwwm Office of Pipeline Safety, 12QQ ) 

2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004 and the United States 

Government Printing Office, P.O. Box 371954, Pittsburgh, Pennsvlvania 15250-7954 4%€L 

B. 

. .  

1 <3<- Ad 

C. The above mentioned incorporated parts of 49 CFR, except Part 191 , are revised as follows: 

1. Substitute "Commission1' where "Administrator of the Research and Special 

Programs Administration", or "Office of Pipeline Safety" (OPS) appear. 

2. Substitute Office of "Pipeline Safety, Arizona Corporation Commission, at its office 

in Phoenix, Arizona" where the address for the Information Resources Manager, 

Office of Pipeline Safety, Research and S pecial Programs Administration, U .S. 

Department of Transportation appears. 

D. Operators of a master meter system will establish an Operation and Maintenance Plan (0 & 

M) including an emergency plan. The plans must be maintained at the master meter system 

location. 

Operators of a master meter system will not construct any part of a natural gas or other gas 

system under a building or permit a building to be placed over a pipeline. Within 180 days 

of discovery of a building being located over a pipeline, the operator shall remove the 

E. 



building from o ver the p ipeline, relocate the p ipeline o r d iscontinue t he s ervice t o t he 

pipeline located under the building. 

Operators of a master meter system will not install Acrylonitrile-Butadiene-Styrene (ABS) or 

aluminum pipe in their systems. 

Operators of a master meter system will not use solvent cement to join together plastic pipe 

mamfactured from different materials unless the operator utilizes a joining procedure in 

accordance with the specifications of 49 CFR 192, Subpart F, $aiwaq+€ January 15, 

2004 (and no future amendments), incorporated by reference, m fik wit&thc Off- 

-, and copies available from the Office of Pipeline Safety, 4400 

2200 North Central Avenue, Suite 300, Phoenix, 

Arizona 85004 and the United States Government Printing Office, P.O. Box 371954, 

Pittsburgh, Pennsylvania 15250-7954 P.O. QGx 5 7 1 3 7 ; C n / r i -  152% 

797%. 

Operators of a master meter system that construct a pipeline or any portion thereof using 

plastic pipe will install, at a minimum, a 14-gauge coated or corrosion resistant, electrically 

conductive wire as a means of locating the pipe while it is underground. Tracer wire shall 

not be wrapped around the plastic pipe, tracer wire may be taped, or attached in some manner 

to the pipe provided that the adhesive or the attachment is not detrimental to the integrity of 

the pipe wall. 

Operators of a master meter system that construct an underground pipeline 

will bury the installed pipe with a minimum of 6 inches of sandy type soil surrounding the 

pipe for bedding and shading, free of any rock or debris, unless otherwise protected and 

approved by the Office of Pipeline Safety. 

F. 

G. 

. .  

H. 

. .  
I. 



J. Operators of a master meter system that construct an underground pipeline using plastic pipe 

will install the pipe with sufficient slack to allow for thermal expansion and contraction. 3k 

h m n 3 < i 3  * J l J  O.L / J ”  In 

addition, all plastic pipe and fittings shall be marked “Gas” and shall be marked CD. CE, CF 

or CG as required by ASTM D25 13 (1 995c Edition and no fbture editions), incorporated by 

reference, and copies available from the 

-Office of Pipeline Safety, 42% -, P h m i x ,  L\uyfi- 

2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004 and ASTM International, 

100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, Pennsylvania 19428-2959, &e 

for areas where the 

- 

. .  

1 ai/; i a i m  i i  
7 A’*” 

service temperature is above 100°F. 

Operators of a master meter gas system shall qualify welding procedures and shall perform 

welding of steel pipelines in accordance with API Standard 1104. Each welder must be 

qualified in accordance with API Standard 1104,49 CFR 192, appendix A. 

All repair work performed on existing master meter systems will comply with the provisions 

of this Article. 

Operators of a master meter system will not construct any part of a natural gas or other gas 

system closer than 8 inches to any other underground structure. 

Operators of a master meter system will file a Notice of Construction 30 days prior to 

commencement of the construction of any pipeline. The Notice will contain the following 

information: 

1. The dates of construction, 

2. 

K. 

L. 

M. 

N. 

The size and type of pipe to be used, 



3. 

4. 

Operators of a master meter system will perform leakage surveys at intervals not exceeding 

15 months but at least once each calendar year and will survey and grade all detected leakage 

by the following guide -- ASME Guide for Gas Transmission and Distribution Pipeline 

System, Guide Material, Appendix G- 1 1 - 1983 (1 983 Revision and no future revisions), 

The location of construction, and 

The Maximum Allowable Operating Pressure (MAOP). 

0. 

except 4.4(c), incorporated by reference, 1 7 and 
. .  copies available from-the €wwmmee Office of Pipeline Safety, 

2200 North Central Avenue. Suite 300, Phoenix, Arizona 85004 and 

the ASME, United Engineering Center, 345 East 47th Street, New York, New York 10017. 

(“Should” as referenced in the guide will be interpreted to mean “shall”.) Leak detection 

procedures shall be approved by the Office of Pipeline Safety. 

Laboratory testing of master meter systems shall be conducted i n  accordance with the 

following: 

1. 

P. 

If an operator of a master meter system removes a portion of a pipeline that failed for 

any reason other than observable external corrosion or third-party damage, the 

operator shall retain the portion that was removed and shall notifv the Office of 

Pipeline Safety of the removal within two hours after the removal is completed. A 

notice made pursuant to this subsection shall include all of the following: 

a. 

b. Location of the failure. 

C. 

d. 

Identity of the failed pipeline. 

Date and time of the removal. 

Length of the removed portion. 



e. 

f. 

g. 

Storage location of the removed portion. 

The operator’s opinion regarding the probable cause or causes of the failure. 

Any additional information about the failure or the removal of the portion of 

the pipeline that failed that is requested by the Office of Pipeline Safety. 

2. Within forty-eight hours after notification pursuant to subsection (l), the Office of 

Pipeline Safety shall notify the operator either that: 

a. The Office of Pipeline Safety is directing the operator to have the portion of 

the pipeline that was removed tested bv a laboratory to determine the cause or 

causes of the failure. 

The 0 ffice o f P ipeline S afety i s n ot d irecting 1 aboratory t esting and t he 

operator may discard the portion of the pipeline that was removed. 

If the Office of Pipeline Safety directs laboratory testing pursuant to subsection 

(2)(a): 

a. 

b. 

3. 

The Office of Pipeline Safety shall: 

Determine the laboratory that will do the testing pursuant to subsection (4) 

and the period of time within which the testing is to be completed. 

ii. Approve the number and types of tests to be performed. 

iii. Notify the operator of its determinations pursuant to subsections (3)(a)(i) and 

i. 

(n) 

b. The operator shall: 

i. Notify the Office of Pipeline Safety of the number and types of tests proposed 

by the operator. 

ii. Notifi, the Office of Pipeline Safety of the date and time of any laboraton, 



tests at least twenty days before the tests are done. 

iii. At the request of the Office of Pipeline Safety, ensure that a representative of 

the Office of Pipeline Safety is permitted to observe any or all of the tests. 

iv. Ensure that the original laboratory test results are provided to the Office of 

Pipeline Safety within thirty days of the completion of the tests. 

v. Pay for the laboratory testing. 

4. In determining a laboratory pursuant to subsection (3)(a)(i), the Office of Pipeline 

Safetv shall: 

a. Submit a written request to at least three different laboratories for bids to 

conduct the testing. 

Consider the qualifications of the respondent laboratories to perform the 

testing, including: 

b. 

i. Past experience in performing the required test or tests according to ASTM 

International standards . 

ii. Any recognition that the laboratory may demonstrate with national or 

international laboratory accreditation bodies. 

Select the laboratory that offers the optimum balance between cost and 

demonstrated ability to perform the required test or tests. 

The Office of Pipeline Safety shall not select a laboratory pursuant to this 

subsection before either of the following, which ever occurs first: 

The Office of Pipeline Safety has received written bids from at least three 

different laboratories. 

C. 

d. 

i. 

ii. Thirty davs from the date of the request for bids has passed. 



P.Q. Operators of a master meter system will file an annual report with the Commission on 

Commission Form 1 -9OA 5M (1 990 Edition and no future editions), "Annual Report for 

Calendar Year 20-, Small Operators of Gas Distribution System," incorporated by 

reference, en f;k -th- , and copies available from the 

Office of Pipeline Safety, > 
2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004. This report will be filed 

with the Office of Pipeline Safety not later than April 15 for the preceding calendar year. 

. .  

8. & The Commission may waive compliance with any of the aforementioned parts upon a finding 

that such a waiver is in the interest of public safety. 

%S, To ensure compliance with provisions of this rule, the Commission or an authorized 

representative thereof, may enter the premises of an operator of a master meter system to 

inspect and investigate the property, books, papers, business methods, and affairs that pertain 

to the operation of the master meter system. 

All other Commission administrative rules are superseded to the extent they are in conflict 

with the pipeline safety provisions of this Article. 

SS 



2 



ARTICLE 2. PIPELINE SAFETY 

R14-5-202. Construction and Safety Standards 

A. 

B. 

Applicability: This rule applies to the construction, reconstruction, repair, operation and 

maintenance of all intrastate natural gas, other gas, LNG and hazardous liquid pipeline 

systems, as described in ARS 40-441. 

Subject to the definitional changes in R14-5-201 and the revisions noted in subsection (C), 

the Commission adopts, incorporates, and approves as its own 49 CFR 40,19 1,192 except I 

(2) and (3) of Appendix D to Part 192, 193,195, except 195.1 (b)(2) and (3), and 199, revised 

as 3imtmiy !6, ,932 Januarv 15, 2004 (and no future amendments), incorporated by ... _ ..................................................................... ............,, 
Formatted: Strikethrough 

I I Formatted: Strikethrough 

,,’c: ............................................................................................ ..J 

....................................................................... reference, L L ? - ? ! ! ! t c o P i e s  avai!ab!e !!om. the ~,,,’ ~ ’-) 

< .......................................................................................... I . .  
,~ Gmxwmm-Office ..................................... of Pipeline ~~~~~~ S a f e t y z . ~  ........................................ ? ..................... 

C. ‘l’he above mentioned incorporated Parts of 49 CFR, except Parts 19 1, 193 Subpart A and 

195 Subpart A and B, are revised as follows: 

1. Substitute “Commission” where “Administrator of the Research and Special 

Programs Administration” or “Office of Pipeline Safety” (OPS) appear. 

2. Substitute “Office of Pipeline Safety, Arizona Corporation Commission, at its 

office in Phoenix, Arizona” where the address for the Information Resources 

Manager, Office of Pipeline Safety, Research and Special Programs 

Administration, U. S. Department of Transportation appears. 

D. Operators of an intrastate pipeline will file with the Commission an Operation and 



Maintenance Plan (0 & M), including an emergency plan, 30 days prior to placing a pipeline 

system into operation. Any changes in existing plans will be filed within 30 days of the 

effective date of the change. 

E. Operators of an intrastate pipeline transporting sour gas or oil are subject to industry 

standards addressing facilities handling hydrogen sulfide (HzS). Standards adopted are: 

1. NACE Standard MR-0175-99 (1 999 Revision); (and no future revisions), 

Standard Materials Requirements-Sulfide Stress Cracking Resistant Metallic 

Material for Oilfield Equipment, incorporated by reference and no future 

amendments. Copies are available from the .................................. €emmmm+ Office of Pipeline ........., ,I’ 

) 1 Formatted: Strikethrough 
. .  

Safety, > 2200 North Central 

Avenue, Suite 300. Phoenix, Arizona 85004 and the NACE International, 
1. Formatted: Underline 

I .___ ........................................................................... ~ ~ ~ ~ ~ ~ E?OX-:! ~~~?!-% ~L : : - -. . ( Formatted: Strikethrough 
~ ...................... - ............................................ ,I 440 South Creek Drive, H.ouston, Texas 77084-4906?.(?. 

7791 gg348 
, .....* && .................................................. ~ - ~ ~ - - ‘ ’ - -  ” .. .................... ....................................................... 

2. API RP55 (1995 Edition); (and no future amendments), API recommended 

practice for conducting oil and gas production operations involving hydrogen 

1 
sulfide, incorporated by reference and no future amendments. Copies are 

available from the *-~ ................................. 2- .................... 

_______.__ 

1. Formatted: Strikethrough 

Office of Pipeline Safety &XMHVwt ,I’ 
. .  

2 2200 North Central Avenue, Suite 300, 

Phoenix. Arizona 85004 and Techstreet, 777 E a t  Eisenhower Parkwav. Ann > 
1 

, Formatted: Strikethrough , 

__- , Formatted: Strikethrough 

Artwr. Michinan 481 04”-.,,*‘ \ 



F. Operators of an intrastate pipeline transporting LNG, hazardous liquid, natural gas or other 

gas will not construct any part of a hazardous liquid, LNG, natural gas or other gas pipeline 

system under a building. For building encroachments over a pipeline system, the operator 

may require the property owner to remove the building from over the pipeline or reimburse 

the operator the cost associated with relocating the pipeline system. The encroachment shall 

be resolved within 180 days of discovery, or the operator shall discontinue service to the 

pipeline system. When the encroachment can not be resolved within the 180 days the 

operator shall submit to the Office of Pipeline Safety within 90 days of discovery a written 

plan to resolve the encroachment. The Office of Pipeline Safety may then extend the 180- 

day requirement in order to allow the ratepayer and the operator to implement the written 

plan to resolve the encroachment. 

. .  G. Operators of an intrastate distribution pipeline transporting , natural 

gas or other gas will not construct any part of a pipeline system closer than 8 inches to any 

other underground structure. If the 8-inch clearance cannot be maintained from other 

underground structures, a sleeve, casing, or shielding shall be used. 

Operators of an intrastate pipeline transporting natural gas or other gas that have regulators, 

meters, or regulation meter sets that have been out of service for 36 months will abandon 

those lines and cap all ends. The Operator’s steps to accomplish the abandonment shall not 

exceed 6 months beyond the 36 months out service status. 

Operators of an intrastate pipeline shall not install or operate a gas regulator that might 

release gas in its operation closer than 3 feet to a source of ignition, opening into a building, 

air intake into a building or to any electrical source not intrinsically safe. The three (3 )  foot 

clearance from a source of ignition will be measured from the vent or source of release 

H. 

I. 



(discharge port), not from the physical location of the meter set assembly. This subsection 

J. 

K. 

shall not be effective with respect to building permits which are issued and subdivisions 

which are platted prior to October 1,2000. For encroachment within the required three foot 

clearance caused by an action of the property owner, occupant or a service provider, after the 

effective date of this rule the operator may require the property owner to resolve the 

encroachment or reimburse the operator the cost associated with relocating the pipeline 

system. The encroachment shall be resolved within 180 days of discovery or the operator 

shall discontinue service to the effected pipeline system. When the encroachment cannot be 

resolved within the 180 days the operator shall submit to the Office of Pipeline Safety within 

90 days of discovery a written plan to resolve the encroachment. The Office of Pipeline 

Safety may then extend the 180-day requirement in order to allow the ratepayer and the 

operator to implement the written plan to resolve the encroachment. 

Operators of an intrastate pipeline transporting LNG, natural gas, other gases or hazardous 

liquid will utilize a cathodic protection system designed to protect the metallic pipeline in its 
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3935 except 1(2) and (3) of Appendix D to Part 192 shall not be utilized. 

Operators of an intrastate pipeline transporting natural gas or other gas will not use solvent 

cement to join together plastic pipe manufactured from different materials unless the operator 



utilizes a joining procedure in accordance with the specifications of 49 CFR 192, Subpart F, 
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L. Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas will 

not install Acrylonitrite-Butadiene-Styrene (ABS) or aluminum pipe in their pipeline 

systems. 

M. Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas will 

not install plastic pipe aboveground unless the plastic pipeline is protected by a metal casing, 

or equivalent, and approved by the Office of Pipeline Safety. Temporary aboveground 

plastic pipeline bypasses are permitted for up to sixty (60) days, provided that the plastic 

pipeline is protected and is under the direct supervision of the operator at all times. 

N. Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas that 

construct a pipeline system or any portion thereof using p lastic pipe, will i nstall, a t  a 

minimum, a 14-gauge coated or corrosion resistant, electrically conductive wire as a means 

of locating the pipe while it is underground. Tracer wire shall not be wrapped around the 

plastic pipe, tracer wire may be taped, or attached in some manner to the pipe provided that 

the adhesive or the attachment is not detrimental to the integrity of the pipe wall. 

0. Operators of an intrastate pipeline transporting hazardous liquid, natural gas or other gas 

' ' ,willbury . .  that construct an underground pipeline system 

the installed pipe with a minimum of 6 inches of sandy type soil surrounding the pipe for 



bedding and shading, free o f  any rock or debris, unless otherwise protected and approved by 

P. 

Q. 

R. 

I 

the Office of Pipeline Safety. 

Operators of an intrastate pipeline transporting natural gas or other gas that 

construct an underground pipeline system using plastic pipe will install the pipe with 

. .  . .  sufficient slack to allow for thermal expansion and contraction. 

<- In addition, all plastic pipe and 

fittings shall be marked “Gas” and shall be marked CD, CE, CF or CG as rewired bv ASTM 

D25 13( 199% Edition and no future editions), incorporated by reference, 

-> and copies available from theL-~ Office ~ ~. . . . . . . of . . ~. Pipeline ~ ~ ~ ~ ~. . . . ., ,I’ 

,- 
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Safety, 2200 North Central Avenue, Suite 

300. Phoenix. Arizona 85004 and ASTM International, 100 Barr Harbor Drive, P.0. Box 
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100°F. 

Operators of an intrastate pipeline system transporting hazardous liquid, natural gas or other 

gases shall qualify w elding p rocedures and shall perform w elding o f s tee1 pipelines in 

accordance with API Standard 1 104. Each welder must be qualified in accordance with API 

Standard 1 104,49 CFR 192, appendix A. The qualification of welders delineated in 49 CFR 

192, appendix C may be used for low stress level pipe. 

Operators of an intrastate pipeline transporting natural gas or other gas pipeline system shall 

survey and grade all detected leakage by the following guide: ASME Guide for Gas 

Transmission and Distribution Pipeline System, Guide Material, Appendix G- 1 1 - 1983 except ~. . .... .. ... ..................... . . ...... . ......... . , .... 
, Formatted’ Strikethrough I 

,I 1 ................................. : ..................................... ......................... I 

4.4(c) (1983 Revision and no future revisions), incorporated byreferenceA-~ ~,,* ’  



I 
,I 1 Formatted: Strikethrough . .  - and copies available from  the,^^^^^^^^^^^^^^^^^^'' 

Safety, Q 2200 North Central Avenue, Suite 

300, Phoenix, Arizona 85004 and the ASME, United Engineering Center, 345 East 47& 

Street, New York, N. Y. 1001 7. (“Should” as referenced in the Guide will be interpreted to 

mean “shall”). Leakage survey records shall identify in some manner each pipeline surveyed. 

Records shall be maintained to demonstrate that the required leakage survey has been 

conducted. 

S. Laboratory testing of intrastate pipelines shall be conducted in accordance with the 

following: 

1. If an operator of an intrastate natural gas, other gas or hazardous liquid pipeline 

removes a portion of a pipeline that failed for any reason other than observable 

external corrosion or third-partv damage, the operator shall retain the portion that was 

removed and shall notify the Office of Pipeline Safety of the removal within two ,...........,..,. ......... , .... ...... ..., .... .. .. ................... 

’ Deleted: ara a h l P L F ! L p - ,  3 
hours after the removal is completed. A notice made pursuant to this subsectiorwhall- .,,-’‘ 

include all of the following: 

a. 

b. Location of the failure. 

c. 

d. 

e. 

f. 

g. 

Identity of the failed pipeline. 

Date and time of the removal. 

Len&h of the removed portion. 

Storage location of the removed portion. 

The operator’s opinion regarding the probable cause or causes of the failure. 

Anv additional information about the failure or the removal of the portion of 

the pipeline that failed that is requested by the Office of Pipeline Safetv. 



1 Deleted: paraerauh 1 I 

I 2. Within fortv-eight hours after notification pursuant to subuqion ( 1  l, the Office of 

Pipeline Safety shall notify the operator either that: 

a. The Office of Pipeline Safety is directing the operator to have the portion of 

the pipeline that was removed tested bv a laboratory to determine the cause or 

causes of the failure. 

b. The 0 ffice o f  P ipeline Safety i s not directing 1 aboratory testing and the 

.............................................................................................. 
-l 
I 

a. The Office of Pipeline Safetv shall: 

Determine the laboratory that will do the testing pursuant to s , u b s e ~ ~ I ~ . , . ~ 4 ~ ~ , ,  
..I 

{ Deleted: paraerauh 4 

i. 

and the period of time within which the testing is to be completed. 

ii. Approve the number and m e s  of tests to be performed. 

b. The operator shall: 

i. Notify the Office of Pipeline Safety of the number andtvves of tests proposed 

by the operator. 

ii. Notifv the Office of Pipeline Safety of the date and time of any laboratory 

tests at least twenty days before the tests are done. 

iii. A t the request of the Office of Pipeline Safety, ensure that a representative of 

the Office of Pipeline Safety is permitted to observe any or all of the tests. 

iv. Ensure that the o r i ~ n a l  laboratory test results are provided to the Office of 



Pipeline Safetv within thirty days of the completion of the tests. 

v. Pay for the laboratory testing. 
, { Deleted: paramaoh 3, suboaraeraoh 71 

I I 4. In determining a laboratory pursuant to subsection (3)@)IiL the Office of Pipeline , I * ’ ’  

Safety shall: 

itd 
. . . .~~~~~.. . . . . .~~~~~~~.. . . . .  ~~~I 

a. Submit a written request to at least three different laboratories for bids to 

conduct the testing. 

b. Consider the qualifications of the respondent laboratories to perform the 

testing, includinG 

i. Past experience in performing the required test or tests according to ASTM 

International standards. 

ii. Any recognition that the laboratory may demonstrate with national or 

international laboratory accreditation bodies. 

c. Select the laboratory that offers the optimum balance between cost and 

demonstrated ability to perform the required test or tests. 

i. The Office of Pipeline Safety has received written bids from at least three 

different laboratories. 

ii. Thirty days from the date of the request for bids has passed. 

All repair work performed on an existing intrastate pipeline transporting LNG, hazardous 

liquids, natural gas or other gas will comply with the provisions of this 

Article. 

The Commission may waive compliance with any of the aforementioned parts upon a finding 

si T, 

T; 



that such a waiver is in the interest of public and pipeline safety. 

€LV. To ensure compliance with provisions of this rule the Commission or an authorized 

representative thereof may enter the premises of an operator of an intrastate pipeline to 

inspect and investigate the property, books, papers, business methods, and affairs that pertain 

to the pipeline system operation. 

All other Commission administrative rules are superseded to the extent they are in conflict 

with the pipeline safety provisions of this Article. 

VS 

R14-5-203. 

A. 

B. 

Pipeline Incident Reports and Investigations 

Applicability. This rule applies to all intrastate pipeline systems. 

Required incident reports by telephone: 

1. Operators of an intrastate pipeline transporting LNG, natural gas or other gas 

will notify by telephone the Office of Pipeline Safety upon discovery of the 

occurrence of any of the following: 

a. The release of natural gas, other gas or liquefied natural gas (LNG) from a 

pipeline or LNG facility, when any of the following results: 

i. 

ii. 

111. 

Death or personal injury requiring hospitalization. 

An explosion or fire not intentionally set by the operator. 

Property damage, including the value of the gas lost, estimated in 

excess of $5,000. 

... 

b. Emergency transmission pipeline shutdown. 

c. News media inquiry. 

d. Overpressure of a pipeline system where a pipeline operating at less than 12 

PSIG exceeds MAOP by 50%, where a pipeline operating between 12 PSIG 



and 60 PSIG exceeds MAOP by 6 PSIG or where a pipeline operating over 

60 PSIG exceeds MAOP plus 10%. 

Permanent or temporary discontinuance of gas service to a master meter 

system or when assisting with the isolation of any portion of a gas master 

meter system due to a failure of a leak test. 

Emergency shutdown of a LNG process or storage facility. 

e. 

f. 

Operators of an intrastate pipeline transporting hazardous liquid will notify by 

telephone the Office of Pipeline Safety upon discovery of the occurrence of any of 

the following: 

a. 

b. 

c. 

d. 

2. 

Death or personal injury requiring hospitalization. 

An explosion or fire not intentionally set by the operator. 

Property damage estimated in excess of $5,000. 

Pollution of any land, stream, river, lake, reservoir, or other body of water 

that violates applicable environmental quality, water quality standards, causes 

a discoloration of the surface of the water or adjoining shoreline, or deposits 

sludge or emulsion beneath the surface of the water or upon adjoining 

shorelines. 

e. News media inquiry. 

f. Release of 5 gallons (1 9 liters) or more of hazardous liquid or carbon dioxide, 

except that no report is required for a release of less than 5 barrels (0.8 cubic 

meters) resulting from a pipeline maintenance activity if the release is: 

i. Not otherwise reportable under this section; 



ii. Not one described in 49 CFR 195.52(a)(4); (1994 

7 
Revision and no future revisions), incorporated by 

J , Formatted: Strikethrough 

reference and .c ., I,’ - and copies available from the.s!?Ee!%. ........... -2 

Formatted: Strikethrough -1 
,* i J 

Officeof ,,’ 
. .  

Pipeline Safety, 2 

2200 North Central Avenue, Suite 300, 

Phoenix, Arizona 85004. 

iii. Confined to company property or pipeline right-of-way; 

and 

iv. Cleaned up promptly. 

g. Any release of hazardous liquid or carbon dioxide, that was significant in the 
~ .................................................................................... 

,,{Deleted: of any other paragraph 
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- 

I judgment of the operator even though it did not meet the criteria pfthjs--,,” 

I - subsection. 

3. Telephone incident reports will include the following information: 

a. Name of the pipeline system operator, 

b. Name of the reporting party, 

c. Job title of the reporting party, 

d. The reporting party’s telephone number, 

e. Location of the incident, 

f. Time of the incident, and 

g. Fatalities and injuries, if any. 

C. Require written incident report: 



1. Operators of an intrastate pipeline transporting natural gas, LNG or other gases will 

file a written incident report when an incident occurs involving a natural gas or other 

gas pipeline that results in any of the following: 

a. An explosion or fire not intentionally set by the operator. 

b. Injury to a person that results in 1 or more of the following: 

i. Death. 

ii. Loss of consciousness. 

iii. Need for medical treatment requiring hospitalization. 

c. Property damage, including the value of the lost gas, estimated in excess of 

$5,000. 

d. Emergency transmission pipeline shutdown. 

e. Overpressure of a pipeline system where a pipeline operating at less than 12 

PSIG exceeds MAOP by 50%, where a pipeline operating between 12 PSIG 

and 60 PSIG exceeds MAOP by 6 PSIG or where a pipeline operating over 

60 PSIG exceeds MAOP plus 10%. 

f. Emergency shutdown of a LNG process or storage facility. 

2. Written incident reports concerning natural gas or other gas pipeline systems will be 

in the following form: 

a. RSPA F7100.1 - Distribution System: Incident Report, incorporated by ........ ..................................................... 
, Formatted: Strikethrough 7 
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b. RSPA F7100.2 - Transmission and Gathering System: Incident Report, 
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incorporated by reference ..................................................................... ~ ,I’ 
? 
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Office of Pipeline Safety, 420 and copies available from the ,- . .  

V M  
a 1 L1 kem&%W 2200 North Central Avenue, 

Suite 300, Phoenix, Arizona 85004. 

c. Written incident reports with respect to LNG facilities will be in an 

investigative form defining the incident and corrective action taken to prevent 

a reoccurrence. 

3. Operators of an intrastate pipeline transporting hazardous liquid will make a written 

incident report on RSPA F 7000-1, (January 2001 Revision and no future revisions), , ........................................................................................... ,i Formatted: Strikethrough 3 

, I  Formatted: Strikethrough I 
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~ 2200 North Central Avenue, Suite 300, 

Phoenix, Arizona 85004, when there is a release ofhazardous liquid which results in 

any of the following: 

a. An explosion or fire not intentionally set by the operator. 

b. Injury to a person that results in 1 or more of the following: 

i. Death. 

ii. Loss of consciousness. 

iii. Inability to leave the scene of the incident unassisted. 

iv. Need for medical treatment. 

v. Disability which interferes with a person’s normal daily activities 

beyond the date of the incident. 



c. Release of 5 gallons ( 19 liters) or more of hazardous liquid or carbon dioxide, 

except that no report is required for a release of less than 5 barrels (0.8 cubic 

meters) resulting from a pipeline maintenance activity if the release is: 

i. Not otherwise reportable under this section; 

............................................................................... 1 
ii. Not one described in 49 CFR 195.52 (a)(4); ); (1994 Revision 

and no future revisions), incorporated b y r e f e r e n c e . M ~  ~ , , * * ’  
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2 and copies available , .......................................... 

I .................................................................................. 1 , Formatted: Strikethrough 

Office of Pipeline Safety, KWWVest ,I” 
. .  

L ...-.........--.... I 
from the ............................................... 

2200 North Central 

Avenue. Suite 300, Phoenix, Arizona 85004. 

... 
111. Confined to company property or pipeline right-of-way; and 

iv. Cleaned up promptly. 

d. Estimated property damage, including cost of clean-up and recovery, value of 

lost product, and damage to the property of the operator or others, or both, 

exceeding $5,000. 

e. News media inquiry. 

4. Written incident reports as required in this Section will be filed with the Office of 

Pipeline Safety, within the time specified below: 

a. Natural gas, LNG or other gas - within 20 days after detection. 

b. 

The Operators shall also file a copy of all DOT required written incident reports with 

the Information Resources Manager, Office of Pipeline Safety, Research and Special 

Hazardous liquids - within 15 days after detection. 

5. 

Programs Administration, US.  Department of Transportation, Washington, DC 



20590. 

Operators of a natural gas or other gas pipeline system will request a clearance from 

the Office of Pipeline Safety prior to turning on or reinstating service to a master 

meter operator. 

6 .  

D. Investigations by the Commission: 

1. The Office of Pipeline Safety will investigate the cause of incidents resulting in death 

or serious injury. 

Pursuant to an investigation under this rule, the Commission, or an authorized agent 

thereof, may: 

a. 

b. 

2. 

Inspect all plant and facilities of a pipeline system. 

Inspect all other property, books, papers, business methods, and affairs of a 

pipeline system. 

Make inquiries and interview persons having knowledge of facts surrounding 

an incident. 

Attend, as an observer, hearings and formal investigations concerning 

pipeline system operators. 

Schedule and conduct a public hearing into an incident. 

c. 

d. 

e. 

The Commission may issue subpoenas to compel the production of records and the 

taking of testimony. 

Incidents not reported in accordance with the provisions of this rule will be 

investigated by the Office of Pipeline Safety. 

3. 

4. 

5. Incidents referred to in incomplete or inaccurate reports will be investigated by the 



Office of Pipeline Safety. 

Late filed incident reports will be accompanied by a letter of explanation. Incidents 

referred to in late filed reports may be investigated by the Office of Pipeline Safety. 

6 .  

R14-5-204. Annual Reports 

A. Except for operators of an intrastate pipeline transporting LNG, ’ ‘ ,all other 

intrastate p ipeline operators w ill file w ith the Office of Pipeline Safety, n ot 1 ater than 

March 15, for the preceding calendar year, the following appropriate report(s): 

- 1. RSPA F 7000- 1.1 (Februarv 2004 Edition and no fiture editions) - “Annual Report 

for calendar year 20 , hazardous liquid or carbon dioxide svstems” and 

“Instructions for completing RSPA F 7000- 1.1 Annual Report for calendar year 20 

hazardous liquid or carbon dioxide systems incornorated by reference, and copies ~,,‘ 

Deleted: on file with the Secretan of 
,’ State - 
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available from the-OOffice.ofPipe!ine Safe!!!, 2200North Centra!~Avenue..suite300, -,,,’ 

Phoenix. Arizona 85004 and the Information Resources Manager. Office of Pipeline 

Safety, U.S. Department of Transportation. Room 2335,400 Seventh Street, S.W., 

Washington. DC 20590. 

k2. RSPA F7 100.1 - 1 (November 1985 Edition for use in 2004; March 2005 Edition and 

no future editions, which can be used in 2004 but will become mandatory startinp in 

2005) - “Annual Report for Calendar Year 20_, Gas Distribution System” and 

“Instructions for Completing RSPA Form F7 100.1 - 1, Annual Report for Calendar 

Year 20-, Gas Distribution System”, incorporated by reference, ,---,,,’ 

Officeof ,,’ 

Formatted: Strikethrough 1 
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Pipeline Safety, 2200 North Central 

Avenue, Suite 300. Phoenix, Arizona 85004 and the Information Resources Manager, 



Office o f Pipeline S afety, Research and Special Programs Administration, U.S. 

Department of Transportation, Room 841 7,400 Seventh Street, S.W., Washington, 

D.C. 20590. 
I 1 Formatted: Strikethrough 1 
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"Annual Report for Calendar Year 20-, Gas Transmission and Gathering Systems" 

and "Instructions for Completing Form RSPA F7100.2-1, Annual Report for 

Calendar Year 20-, Gas Transmission and Gathering Systems", incorporated by 

reference, .?>- and ~ ~ copies available ~ ~ ~. ~. from 

-i , .................................................................................... 
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85887 2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004 and the 

Information Resources Manager, Office of Pipeline Safety, Research and Special 

Programs Administration, U.S. Department of  Transportation, Room 8417,4 00 

Seventh Street, S.W., Washington, D.C. 20590. 

B. The operator will also file a copy of all required annual reports by March 15 to the 

Information Resources Manager, Office of Pipeline Safety, Research and Special Programs 

Administration, U.S. Department of Transportation, 400 Seventh Street S.W., Washington, 

D.C. 20590-0001. 

R14-5-205. Master Meter System Operators 

A. Applicability. This rule applies to the construction, reconstruction, repair, emergency 

procedures, operation and maintenance of all master meter systems, as a condition of 

receiving service from public service corporations. Noncompliance with this rule by 

operators of a master meter system shall constitute grounds for termination of service by the 

public service corporation when informed in writing by the Office of Pipeline Safety. In case 



of an emergency, the Office of Pipeline Safety may give the public service corporation oral 

B. 

C. 

D. 

E. 

instructions to terminate service, with written confirmation to be furnished within 24 hours. 

Subject to the definitional changes in R14-5-201 and the revisions noted in subsection (C), 

the Commission adopts, incorporates, and approves as its own 49 CFR 191 and 192, revised 

2200 North Central Avenue, Suite 300, Phoenix, Arizona 85004 and the United States 
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The above mentioned incorporated parts of 49 CFR, except Part 191, are revised as follows: 

1. Substitute "Commission" where "Administrator of the Research and Special 

Programs Administration", or "Office of Pipeline Safety" (OPS) appear. 

2. Substitute Office of "Pipeline Safety, Arizona Corporation Commission, at its office 

in Phoenix, Arizona'' where the address for the Information Resources Manager, 

Office o f Pipeline S afety, Research and Special Programs A dministration, U.S. 

Department of Transportation appears. 

Operators of a master meter system will establish an Operation and Maintenance Plan (0 & 

M) including an emergency plan. The plans must be maintained at the master meter system 

location. 

Operators of a master meter system will not construct any part of a natural gas or other gas 

system under a building or permit a building to be placed over a pipeline. Within 180 days 

of discovery of a building being located over a pipeline, the operator shall remove the 



building from o ver the p ipeline, relocate the pipeline o r  discontinue the s ervice t o the 

pipeline located under the building. 

F. Operators of a master meter system will not install Acrylonitrile-Butadiene-Styrene (ABS) or 

aluminum pipe in their systems. 

G. Operators of a master meter system will not use solvent cement to join together plastic pipe 

manufactured from different materials unless the operator utilizes a joining procedure in 

7 
accordance with the specifications of 49 CFR 192, Subpart F, , Januarv 15, 
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Operators of a master meter system that construct a pipeline or any portion thereof using 

under'ine 
.- . ............................ 
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H. 

plastic pipe will install, at a minimum, a 14-gauge coated or corrosion resistant, electrically 

conductive wire as a means of locating the pipe while it is underground. Tracer wire shall 

not be wrapped around the plastic pipe, tracer wire may be taped, or attached in some manner 

to the pipe provided that the adhesive or the attachment is not detrimental to the integrity of 

the pipe wall. 

Operators of a master meter system that construct an underground pipeline 

will bury the installed pipe with a minimum of 6 inches of sandy type soil surrounding the 

. .  
I. 

pipe for bedding and shading, free of any rock or debris, unless otherwise protected and 

approved by the Office of Pipeline Safety. 



J. Operators of a master meter system that construct an underground pipeline using plastic pipe 

will install the pipe with sufficient slack to allow for thermal expansion and contraction. L 

addition, all plastic pipe and fittings shall be marked “Gas” and shall be marked CD, CE, CF 

or CG as required bv ASTM D25 13 (1 995c Edition and no future editions), incorporated by 

2200 North Central Avenue, Suite 300, Phoenix. Arizona 85004 and ASTM International. 

100 Raw Harbor Drive, P.O. Rox C700. West Conshohocken. Peniisylvania 19428-2959,,&e 
Formatted: Strikethrough 1 

( for areas where the 

service temperature is above 100°F. 

K. Operators of a master meter gas system shall qualify welding procedures and shall perform 

welding of steel pipelines in accordance with API Standard 1104. Each welder must be 

qualified in accordance with API Standard 1104,49 CFR 192, appendix A. 

L. All repair work performed on existing master meter systems will comply with the provisions 

of this Article. 

M. Operators of a master meter system will not construct any part of a natural gas or other gas 

system closer than 8 inches to any other underground structure. 

N, Operators of a master meter system will file a Notice of Construction 30 days prior to 

commencement of the construction of any pipeline. The Notice will contain the following 

information: 

1, The dates of construction, 

2. The size and type of pipe to be used, 



3. 

4. 

The location of construction, and 

The Maximum Allowable Operating Pressure (MAOP). 

0. Operators of a master meter system will perform leakage surveys at intervals not exceeding 

15 months but at least once each calendar year and will survey and grade all detected leakage 

by the following guide -- ASME Guide for Gas Transmission and Distribution Pipeline 

System, Guide Material, Appendix G-11-1983 (1983 Revision and no future revisions), 
, Formatted: Strikethmugh 1 

) 
except 4.4(c)9 incorporated by r e f e r e n c e 7 , e ? a n d  

, { , Formatted: Strikethrough . .  Office of Pipeline Safety * ’  &- ............ ~~~~ ~~~~~ .......... ~ ? - ~ ~ ~ ~ - -  ........... ~~~~~.~~~ ..... >..,’ copies available from-the 

2200 North Central Avenue, Suite 300. Phoenix. Arizona 85004 and 

the ASME, United Engineering Center, 345 East 47th Street, New York, New York 10017. 

(“Should” as referenced in the guide will be interpreted to mean “shall”.) Leak detection 

procedures shall be approved by the Office of Pipeline Safety. 

P. Laboratory testing o f  m aster meter systems shall be c onducted in accordance with the 

following: 

1. If an operator of a master meter system removes a portion of a pipeline that failed for 

any reason other than observable external corrosion or third-party damage, the 

operator shall retain the portion that was removed and shall notifv the Office of 

Pipeline Safety of the removal within two hours after the removal is completed. A 

notice made pursuant to this s u h s e c t i o ~ ~ s h a l l ~ ~ n c l u d e ~ a l l ~ o f t h e f o l l o w i n ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ , ~ ” ’  

a. 

b. Location of the failure. 

c. 

d. 

I 
,! , Deleted: paramaoh , .  

Identitv of the failed pipeline. 

Date and time of the removal. 

Length of the removed portion. 



e. Storage location of the removed portion. 

f. The operator’s opinion regarding the probable cause or causes of the failure. 

g. Any additional information about the failure or the removal of the portion of 

............................................................................ I ’’ .> the pipeline that failed that is requested by the Office of Pipeline Safety. 

Within fortv-eight hours after notification pursuant to subsect.i.~~n..(jl~.theoffice~of~,,”’ 
, Deleted: paraeraoh 1 

2. I 
I 

Pipeline Safetv shall notifv the operator either that: 

a. The Office of Pipeline Safety is directing the operator to have the portion of 

the pipeline that was removed tested by a laboratory to determine the cause or 

causes of the failure. 

b. The 0 ffice o f  P ipeline Safety i s not directing 1 aboratory testing and the 

operator mav discard the portion of the pipeline that was removed. 

a. The Office of Pipeline Safety shall: 

Determine the laboratory that will do the testing pursuant to subsection (4) 

and the period of time within which the testing is to be completed. 

{ Deleted: paramauh 4 -I 

I i. 

ii. Approve the number and types of tests to be performed. 

iii. N otifv the operator of its determinations pursuant to subsections (3)(a)(i) and .......................................................................................................... 
Deleted: items i and ii of this ..’{ sub asa a b .  u- ~ ~ ~ ~ ~ ~ ~ ... ~ 

... . .. . ~ ~ ~ ~ ~ . . -, ’ ’ - 2  .....E. u-  ................................................................. 
~ ~ ~ .... . .... 

~ ~ ~ ~ ~ ~ 

... ~ 

~ ~ 

. ... 

b. The operator shall: 

i. Notify the Office of Pipeline Safety of the number and twes of tests proposed 

bv the operator. 

ii. Notify the Office of Pipeline Safety of the date and time of any laboratory 



tests at least twenty davs before the tests are done. 

iii. A t the request of the Office of Pipeline Safetv, ensure that a rwresentative of 

the Office of Pipeline Safetv is permitted to observe anv or all of the tests. 

iv. Ensure that the original laboratorv test results are provided to the Office of 

Pipeline Safetv within thirty davs of the completion of the tests. 

v. Pay for the laboratory testing. .......................................................................... 

I ’I Deleted: paraaauh 3. subuaramaoh a. 
4. In determining a laboratorv pursuant to subsection (~)[a)[i~~the.OfficeofPiqeline~~,,~ .. ____ 

Safety shall: 

a. Submit a written request to at least three different laboratories for bids to 

conduct the testing. 

b. Consider the qualifications of the respondent laboratories to perform the 

testing. includinK 

i. Past experience in performing the required test or tests according to ASTM 

International standards. 

ii. Any recognition that the laboratory may demonstrate with national or 

international laboratorv accreditation bodies. 

c. Select the laboratorv that offers the optimum balance between cost and 

demonstrated ability to perform the required test or tests. 

i. The Office of Pipeline Safetv has received written bids from at least three 

different laboratories. 

ii. Thirty days from the date of the request for bids has passed. 



EQ. Operators of a master meter system will file an annual report with the Commission on 

Commission Form 1 -90/15M (1 990 Edition and no future editions), "Annual Report for 

Calendar Year 20-, Small Operators of Gas Distribution System," incorporated by 

reference, L A ? .  and . ~ ~ ~ ~ ~ copies ~ ~~ ~~. . . .. available . .. . . . . ~. ~~~ from ~~. ~ .~.. the . . . . . ,,,' 

, Formatted: Strikethrough 
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1 
I . .  .- Office.9fPiPeline- sa%!>. L- -I ' 

2200 North Central Avenue, Suite 300. Phoenix, Arizona 85004. This report will be filed 

with the Office of Pipeline Safety not later than April 15 for the preceding calendar year. 

B. &. The Commission may waive compliance with any of the aforementioned parts upon a finding 

that such a waiver is in the interest of public safety. 

€&& To ensure compliance with provisions of this rule, the Commission or an authorized 

representative thereof, may enter the premises of an operator of a master meter system to 

inspect and investigate the property, books, papers, business methods, and affairs that pertain 

to the operation of the master meter system. 

si & All other Commission administrative rules are superseded to the extent they are in conflict 

with the pipeline safety provisions of this Article. 


